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(1) 400 HZ equipment is light weight, quick to set up and cuts and drills at phe-

nomenal rates. 

(2) You need only one power source to run your cutting equipment, vacuum 

cleaner, roto-hammer, vacuum base drill, fans, lights, etc. 

(3) Because you can cut fast even if you are 1000ô from your generator. 

(4) Itôs easy to make up for losses in the power line by simply turning up the gen-

erator voltage. 

(5) Power is transmitted through a single cord that doesnôt get hot or oily,  and is 

light weight and easy to carry. This single cord when plugged into our CV-120

-3KW Inverter will run your saw, lights, roto-hammer and vacuum all at once! 

(6) Because 400 HZ equipment is powerful yet reliableé Equipment built in 1965 

is still operating every day for many companies. 

(7) 400 HZ equipment does not get hot so you do not need gloves to handle it. 

(8) No heavy stiff hose to fight when hand sawing or indoor slab sawing.   

(9) There is no danger of oil leaks and huge insurance claims. 

(10) If the jobsite has sufficient power available, it can be easily converted to 400 

HZ with a small inverter, saving you generator wear and fuel costs. 

Why Use 400 HZ Equipment? 
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Because 400HZ will make you more money! 



400 HERTZ ENGINEERING 
877-755-1234 

CD-C203 -5 

  3 Speed / 5HP Hand Drill  

Specifications:  

 

¶ Weight:  15 Lbs 
 

¶ Size:  21ò in length 
 

¶ Bit RPM: 690/1660/2300 
 

¶ Output Shaft: 1ıò X 7 
 

¶ Motor:  5 HP 
   200 Volts 
   15 Amps 
   400 HZ 
   3 Phase 

 24,000 RPM 

Features:  

 

The CD-C-203-5 is a lightweight, power-
ful hand drill that is perfect for any appli-
cation where it is inconvenient or not 
possible to fasten a machine down by 
anchoring. 
 
This is a three speed drill with a built in 
slip clutch that will protect both the oper-
ator and the gears. 
 
Operators like this unit very much be-
cause of ease of use. 
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CD-C500 -5LS  

  4 Speed (200 - 725 RPM) Core Drill Unit 

Specifications:  
 

¶ Weight: 32 Lbs 
 

¶ Length: 18.5ò 
 
¶ Bit RPM: 200/325/475/725 
 
¶ Output Shaft:: 1ıò X 7 
  
¶ Motor:   5 H.P. 
   200 Volts 

 15 Amps 
 400 HZ 
 3-Phase 
 6,000 RPM  

Features  

 

The CD-C500-5LS is a 4 speed Cardi Gearbox powered by a   

5HP/400HZ water cooled motor used mostly for general pur-

pose drilling of large holes. 

 

The RPM range for this drill unit has a 3:3 spread and itôs out-

put speeds are approximately  200, 325, 475 and 725 RPM. 

 

The gearbox is protected with an internal slip clutch  has a solid 

output shaft for accurate starting and drilling of holes. 

 

It is designed to be used with any 3ò or larger column core drill 

machines and matching SB-400-15 Switchbox. 

 

It is well suited for drilling holes between  3ò and 20ò diameter. 
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